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BRIEF DESCRIPTION OF THE OIL BASED PRODUCTS
HYDRATED CALCIUM GREASE K1, K2, K3
Hydrated calcium based lubricating grease for general application. It has very good water resistance. Aimed for lubricating of plain bearings and other mechanisms,
operating under low workload conditions in temperature range from -200 to +650С. Unsuitable for roller and ball bearings, working at higher speeds. At heavier
conditions to be replaced with lithium grease. Made of mineral oil with medium viscosity and thickened with calcium soap of fatty acids.
HYDRATED CALCIUM GRAPHITE GREASE К2Gr
As K2, but with the addition of amorphous graphite. It improves lubricity.
MULTI PURPOSE LITHIUM GREASE L-24
Lithium grease for general application. Suitable for lubrication of sliding and rolling bearings, which do not operate in too hevy workload
conditions. Temperature range: between -20 °C and +120°C (130°С). The product has good oxidation stability, satisfactory water resistance and corrosion
protection.
Made of mineral oil with medium viscosity and thickened with lithium soap of 12 hydroxystearic acid and special type of polymers, improving the colloidal
stability and especially the adhesion.
Exact the high adhesiveness of our greases distinguishes them from other similar products.
LITHIUM GREASE EP2 и EP3
High performance multi-purpose lithium grease. It has good shear stability and extra pressure properties. Suitable for lubrication of rolling bearings,
working under high load conditions within temperature range between -20°C and +120°C (130°С).
Reduces the wear.
GREASE FOR CENTRAL LUBRICATION SYSTEMS C-00
NLGI 00 lithium 12–hydroxy stearate grease, based on medium viscosity mineral oil. It is intended for service in some automatic grease systems.
It has wide acceptance in construction, trucking, industrial, automotive and marine. Has excellent workability at high and medium loads within temperature
range -20°C to +100°С. With extra pressure additives /ЕР/.
MOLYBDENUM GREASE MS2
Multipurpose lithium grease, fortified with molybdenum disulfide (moly). The product has improved lubrication propperties and reduces wear, especially in heavy
workload conditions. Developed for lubrication of plain and rolling bearings, CV joints and other mechanisms. Operating temperature range between -20°С +120°С.
Made from mineral oil with medium viscosity and thickened with lithium soap of 12-hydroxystearic acid and special type of polymers, improving the colloidal stability,
water resistance and adhesion, and of course, with added molybdenum disulfide.
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